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" N. 19, do hereby declare the nature of
this invention to be as follows :—
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'A Supporting Board for Toy Soldiers.

We, Freperick CHARLES PRYKE, a
British Subject, and BriTaiNs LIMITED,
a corporation organized under the laws of
Great Britain and Ireland, both of
Lambton Road, Hornsey Rise, London,

The invention relates to supporting
boards for toy soldiers and other articles
having thin-edged bases or flanges, or
thin projecting parts, such as the legs of
a toy horse, the boards serving to hold
the articles in packages or boxes, or for
purposes of display, and in some cases
also for holding them while in use.

According to the invention the board is
made with shallow cavities or slots hav-
ing under-cut edges, so that flanges or
other thin portions of the articles can be
slipped under the said edges.

One method of constructing such a
board consists in folding a strip of card-
board length, and fastening the two leaves
together by means of clamps or equivalent
devices leaving a slight clearance between
the leaves, the strip having along one of
its longer edges slots, so that when the
strip 1s folded these slots form the
cavities referred to. The said cavities
terminate at one edge of the board, and
allow the flat bases of metal toy soldiers
to be slipped between the two folded
leaves, the soldiers standing in the slots.

Another method consists in using three
<heets fastened together to form a board
of three layers, the intermediate sheet
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having slots terminating at an edge of
the board, and the top sheet having
similar slots placed over these, but nar-
rower. The bases of toy soldiers can be
slipped from the edge of the board into
the wider slots of the intermediate sheet,
and are retained therein, against upward
pull, by the edges of the narrower
slots.

‘Another method, which is for example
appropriate for supporting toy horse
soldiers, consists in fastening a top sheet
provided with apertures upon a bottom
sheet, with sufficient clearance or loose-
ness between the sheets to allow the legs
on one side of each horse to be slipped
between the two sheets, the horses and
soldiers then lying partly within the aper-
tures in the top sheet. The bottom sheet
then forms a background against which
the figures are viewed, and the apertures
in the top sheet may be of such shape as
to give this background an attractive or
striking outline. A convenient modifica-
tion of this method consists in using a
corrugated bottom sheet, which may be
stift or soft, the corrugations affording
clearance for those parts of the figures
which are slipped between the sheets.

Dated this 4th day of January, 1930.
For the Applicants,
HERBERT HADDAN & Co.,
Chartered Patent Agents,
31 and 32, Bedford Street, Strand,
Tondon, W.C. 2.
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A'Suppoﬁing Board for Toy Soldiers.

We, TrepeErick CHARLES PryxEe, a

* British Subject, and Brrrains LIMITED,

a corporation organized under the laws of
Great Britain and Ireland, both of

70 T.ambton Road, Hornsey Rise, London,

N. 19, do hereby declare the nature of
this invention and in what manner the
same is to be performed, to be particu-

larly described and ascertained in and

by the following statement :— A
The invention relates to supporting
boards for toy soldiers having thin-edged
bases or flanges, or thin projecting parts,
such as the legs of a toy horse, the boards
serving to hold the articles in packages or
hoxes, or for purposes of display, and in
some cases also for holding them while in

use.
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According to the invention the board
comprises a stiff elongated bottom strip or
sheet and a stiff elongated upper strip
or sheet lying thereon and fastened at

B intervals thereto by staples, the wupper
strip or sheet having a plurality of slots
therein open to one edge of said strip or
sheet so that flanges or other thin por-
tions of the articles can be -slid therein

0 and frictionally held between the adjacent

surfaces of the strips.or shests.

One method of constructing such a
baard consists in folding a strip of card-
board length-wise and fastening the two
leaves together by means-of -elamps or wire
staples or equivalent devices leaving a
slight -clearance between the leaves, the
upper leaf having slots opening along one
of its Jonger -edges, so that when the strip
is folded theses slots form ‘the cavities
referred to. The said cavities are closed
at one -edge of the board .and open -at the
other edge and allow the flat Dbases of
metal toy soldiers to be slipped between
the two folded leawes, the soldiers stand-
ing in the slots.

Another method consists in using “three
sheets fastened together to form a beard
of three layers, the intermediate sheet
having slots terminating -at an edge of
the board, and the top sheet having
similar slots placed over these, bt nar.
rower. The bases of toy soldiers can be
slipped frem the -edge -of the board into
35 the wider slots -of the intermediate sheet,
" and are retained therein, against upward
pull, by the -edges of the marrower
slots. o

Another method, which is for example
appropriate for supperting toy -horse
soldiers, cansists in fastening a top sheet
provided with apertures upon a bottom
sheef, with sufficient clearance or lovse-
ness between the sheets to allow the legs
on one side of each horse to be slipped
between the two shests, the horses and
soldiers then lying partly within the aper-
tures in the top sheet. The bottom sheet
then forms a bhackground against which
the figures are viewed, and the apertures
in the top sheef may be of such shape as
to give this background an -attractive or
striking outline. A convenient modifica-
tion of this methed comsists in using a
corrugated bottom sheet, which may be
stiff or soft, the corrugations affording
clearance for those parts of the figures
which are slipped between the sheots.

In the anmexed drawing, Fig. 1 is a
60 plan and Fig. 2 a section -on line 2—2

of Fig. 1, of a board formed of two layers.

Fig. 3 is a plan and PFig. 4 is a section on
line 4—4 of Pig. 3 of a board formed of
three layers. Tig. 5 illustrates the modi-

65 fication as for example for holding toy
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horse-soldiers before referred to, and Fig.
6 is a similar illustration showing a board
with corrugated bottom sheet and Fig. 7
is a cross section thereof on Iine 7—7.

In Figs. 1 to 4 A represents the bottom
sheet or leaf, B the top sheet or leaf, C
the slots in the latter, and D wire staples
for securing the sheets or leaves together.
E in Figs. 3 and 4 illustrates -an Inter-
mediate sheet. g

In the -device as in Figs. 5 and 6, A*
illustrates a plain or flat bottom sheet and
A’ a corrugated bettom sheet, and B
represents the top sheet with -apertures (!
therein.

We .do not claim broadly a base of
board comprising -a slot into which an -
article or its flange foot ean be slid so
as to prevent it rising from the base :or
board as we .are aware that such devices 85
have been commonly msed in cardboard
boxes as for example for transpert of gas
mantles, nor.do we claim broadly a board
for supporting toy seldiers or the like hav-
ing holes into which the bases of the toys
may be pushed so that the material at
the edges of the holes will overlap the said
bases.and so retain them, nor.do we claim
a holder made up of a base board to which
is adhesively fixed a centre board cut to
form a series -of arms or divisions and -a
top plate with arms, said top plate having
a number of slots, .as we arve aware that
such a device has ‘been used for storing )
microscape slides, but.s— - : 100
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Having now particularly described and
ascertained the nature-of our said inven-
tien and in what manner the same is to be
performed, we declare that what we claim
18 7— - - ' - 105

L. A supporting board for toy -soldiers
having thin edged bases or thin project-
ing parts such as the legs of a toy horse,
consisting of a stiff elongated bottom strip
or sheet and a stiff elongated upper strip 110
or sheet attached thereon by staples, the
upper strip or sheet having a plurality
of slots therein open to one edge of said
strip or sheets so that the aforesaid bases
or projecting parts may be slid therein
and frictionally held between the adja-
cent surfaces of the strips or sheets.

2. A supporting board as in Claim 1 and
for the purpose set forth in which the
slots are arranged at an angle to the longi- 120
tudinal axis of the board. - :

3. A supporting board as in (laim 1 or
2, comprising also a third sheet with -
slots wider than the toy hases interposed 25

115 -

between the bottom and upper sheets.

4. A supporting board as in Claim 1,
R or 3, in which the bottom sheet i3 corruc
gated. : I
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For the Applicants,
HERBERT HADDAN & Co.,
Daited this 4th day of November, 1930. Chartered Patent Agents,
' 31 and 32, Bedford Street, Strand,
London, W.C. 2.

Redhill: Printed for His Majesty’s Stationery Office, by Love & Malcomson, Ltd.—1931
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